
Winterwarm: leading
Winterwarm has been engaged in the development, production and sales of industrial heating in Europe since 1936.  

The company not only specialises in indirect fired unit air heaters, but also sells water heaters, electric heaters, 

destratification fans and gas and oil-fired heaters for the agricultural and horticultural industry.

Renowned 
Winterwarm quality

•  More than 85 years of experience
• ISO 9001-2015 certified
• Quick delivery
• Reliable

Winterwarm BV
Industrieweg 8  Winterswijk  The Netherlands
P.O.Box 36  NL-7100 AA  Winterswijk  The Netherlands
Tel. +31 (0)543 54 63 00
www.winterwarm.com  info@winterwarm.nl

Winterwarm UK Ltd. 
Unit H3, Taylor Business Park, Warrington Road, 
Risley, Warrington, Cheshire WA3 6BL
Tel.+44 (0)192 57 65 799  
www.winterwarmuk.com  enquiries@winterwarmuk.com
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Technical data XR+ series

Type Unit XR 10+ XR 20+ XR 30+ XR 40+ XR 50+ XR 60+ 

Putere nominală de căldură max. (h.i.)               kW 14.0 22.8 32.0 44.0 55.0 66.0 

Putere nominală de căldură min. (h.i.)               kW 8.5 13.5 18.0 26.4 33.0 39.6 

Eficiență maximă            % 93.8 94.6 94.6 95.8 95.6 95.6 

Putere maximă de căldură                                   kW 12.7 20.5 28.8 41.1 50.7 61.2 

Putere minimă de căldură                                  kW 8.0 12.8 17.0 25.3 31.5 37.9 

Debit de aer (cald)  m3/h 2,950 4,000 4,200 6,000 8,500 8,500 

Distanta aer orizontala                                    m 22 30 31 32 46 46 

Distanta aer vertical (caldura)                             m 5 7 7 8 11 11 

Alimentare (50Hz)                                                  V 230 230 230 230 230 230 

Putere electrica W 200 300 300 325 750 750 

Amperaj            A 0.9 1.4 1.4 1.5 3.5 3.5 

Nivel sunet (@ 5 metri)     dB(A) 56.5 58.0 57.5 59.0 64.0 64.0 

Greutate                                                                 kg 46 50 53 78 86 90 

Consum gaz natural (G20)                 m3/h 1.5 2.4 3.4 4.7 5.8 7.0 

Consum propan (G31)                  kg/h 1.1 1.8 2.5 3.5 4.4 5.3 

Racorduri gaz    G” 1/2 1/2 1/2 3/4 3/4 3/4 

Inălțime min. suspensie debit orizontal               m 1.7 1.7 1.7 2.7 2.7 2.7 

Inălțime min. suspensie debit vertical                 m 4 4 4 5 6 6 

Lungime maxima coș, debit orizontal*                 m 6 6 6 8 8 8 

Lungime maxima coș, debit vertical*       m 2 2 2 2 2 2

*) pentru fiecare cot de 90º, 1,5 m. Mai puțin; pentru fiecare cot de 45º, 1 m. Mai puțin. Eșapament de condensare necesar la fum> 4m


